NOTES: N J(*(1°
1. CONTOURS SHOWN ARE PROPOSED FINISHED SURFACE LEVELS TO THE AUSTRALIAN HEIGHT i | — i—i OHWUHV

DATUM (AHD) AT 0.25m INTERVALS. ' ($6(0(17 )25 '58,18*( 2)
2. LEVELS AND SERVICE LOCATIONS SHOULD NOT BE RELIED UPON FOR DESIGN PURPOSES AND $7(5 P

SHOULD BE CONFIRMED PRIOR TO HOUSE DESIGN. 3 35,085< )52178$*(
3. LOT TYPES ARE AS FOLLOWS: &=  &+$588&7(5 =21(

31 COTTAGE LGT TYPE: 1162 mEirm 12 9(+,&8/$5 $&&(66
3.2, SMALL TRADITIONAL LOT TYPE: 1763 - 1165, 1767 - 1768 )\ (/(&75,&%/ *$6 $1' 1%1
3.3. TRADITIONAL LOT TYPE: 1166 Ny +286( 6(59,&(

3.4. LARGE TRADITIONAL LOT TYPE: NGT ON THIS SHEET ,‘©; 675((7 1,*+7

35. COUNTRY LOT TYPE: NGT ON THIS SHEET == 67250:$7(5 3,76

3.6, MULTI-DWELLING LGT TYPE NGT ON THIS SHEET -o- :$7(5 0(7(5 '5,1.,1*

REFER TG THE CESSNOCK DEVELOPMENT CONTROL PLAN (BCP) AND BESIGN GUIDELINES FOR FULL
DETAILS OF BUILDING SETBACK REQUIREMENTS RELATING TO EACH LOT TYPE

4. PLEASE REFER TO THE DCP AND/OR DESIGN GUIDELINES FOR SETACK, SITE COVERAGE AND OTHER
BUILBING CONTROLS.

5. ATMARTICULATION ZGNE CAN BE PROVIDED WITHIN FRONT SETBACK.
FINAL BUSHFIRE REQUIREMENTS ANDB BAL RATING SHOULD BE DISCUSSED WITH THE BUILDER.
COUNCIL DA MAY REQUIRE A LOT SPECIFIC BUSHFIRE REPORT TO BE PREPARED BY THE THE
OWNER TO CONFIRM THE APPLICABLE BAL RATING FOR THE DWELLING.

7. COTTAGE LOT FENCING & MAILBOX IS INSTALLED BY HUNTLEE AS PER HUNTLEE BESIGN

— —  352326(' 5(7%,1,1* :$//

%86+),5( 587,16 %S/

N/

%28/(9%5"

ALL DIMENSIONS AND AREAS ARE SUBJECT TO SITE MAP
SURVEY. THE PARTICULARS ON THIS BROCHURE

ARE SUPPLIED FOR INFORMATION GNLY AND
SHOULD NOT BE TAKEN AS A REPRESENTATIGN s | o | ool wdl 3
IN ANY RESPECT GN THE PART OF THE VENDOR

OR ITS AGENT. / / ‘/ ‘/ /

VER: 13/02/2020

% 67* % ',6&/2685( 3/$16 G623 6KHHW
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CONTOURS SHOWN ARE PROPOSED FINISHED SURFACE LEVELS TO THE AUSTRALIAN HEIGHT

DATUM (AHDB) AT 0.25m INTERVALS.

LEVELS AND SERVICE LOCATIONS SHOULD NOT BE RELIEB UPON FOR DESIGN PURPOSES AND

SHOULD BE CONFIRMED PRIOR TO HOUSE DESIGN.
LOT TYPES ARE AS FOLLOWS:
31 COTTAGE LGT TYPE:

35. COUNTRY LOT TYPE:
3.6, MULTI-DWELLING LGT TYPE

BUILBING CONTROLS.

A M ARTICULATION ZGNE CAN BE PROVIDED WITHIN FRONT SETBACK.

FINAL BUSHFIRE REQUIREMENTS ANDB BAL RATING SHOULD BE DISCUSSED WITH THE BUILDER.
COUNCIL DA MAY REQUIRE A LOT SPECIFIC BUSHFIRE REPORT TO BE PREPARED BY THE THE
OWNER TO CONFIRM THE APPLICABLE BAL RATING FOR THE DWELLING.

COTTAGE LOT FENCING & MAILBOX IS INSTALLED BY HUNTLEE AS PER HUNTLEE BESIGN

VER 13/02/2020

% 67* % ',6&/2685( 3/$16 G623

NGT ON THIS SHEET

3.2, SMALL TRADITIONAL LOT TYPE: NGT ON THIS SHEET

3.3. TRADITIONAL LOT TYPE: 1169 - 1174

3.4. LARGE TRADITIONAL LOT TYPE: NGT ON THIS SHEET

NGT ON THIS SHEET

NGT ON THIS SHEET

REFER TG THE CESSNOCK DEVELOPMENT CONTROL PLAN (BCP) AND BESIGN GUIDELINES FOR FULL
DETAILS OF BUILDING SETBACK REQUIREMENTS RELATING TO EACH LOT TYPE

PLEASE REFER TO THE DCP AND/OR DESIGN GUIBELINES FOR SETACK, SITE COVERAGE AND OTHER

ALL DIMENSIONS AND AREAS ARE SUBJECT TO
SURVEY. THE PARTICULARS ON THIS BRGCHURE
ARE SUPPLIED FOR INFORMATION GNLY AND
SHOULD NOT BE TAKEN AS A REPRESENTATIGN
IN ANY RESPECT ON THE PART GF THE VENBOR
OR ITS AGENT.
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